KUBOTA ZERO-TAIL SWING MINI-EXCAVATOR
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Zero tail swing. Ultra compact. Easy to operate.
The Kubota U10-3 is everything you ever wanted in
a zero tail swing mini excavator, and more.

Safer operation —

To greatly reduce the risk of loose hoses
from boom-mounted or hand-held
attachments catching on nearby objects,
the U10-3 has its hydraulic service port
smartly located at the end of the boom.

Protected hydraulic service port

With the U10-3, you'll never add hydraulic
service port pipes again-it comes
equipped with them, all the way to the
end of the boom. To reduce the risk of
damaging the hydraulic piping, the U10-3
is also the only excavator in its class to
have its pipes hidden inside the boom.
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Our previous model U10-3

Improved digging arm circuit

Increases the crowd speed,
eliminates cavitation, and
significantly improves control
for fine grading.

Easy and quick greasing

With all front attachment lubrication
points located on the right-hand
side, you'll grease quickly while
never forgetting to hit every point.

Model : KOOB-3




— Lifting points

: : / Protection
To permit access to confined /
spaces as well as easy o Note the clean, hose-free look of the
transport, the U10-3 has a three- / U10-3's boom? That is because all of
/ and protected inside the boom. The
/ boom cylinder is well protected due to
/ its location at the top of the boom.
/
/ Walk-through operator space

Open at both ends, the
U10-3 allows for quick entry
or exit from either side.

Zero tail swing

To operate at the highest
level of safety, simply
adjust track width to
990mm. At this width, the
rear counterweight will
always be within the width
of the track frame. This
prevents any damage from
occurring to the engine cover-
allowing the operator to focus
more on the job at hand.

Our previous mode| —#= -

Two-piece design dozer hoses

When an on-site replacement of a
dozer cylinder supply hose is
necessary, its two-piece design
simplifies the job.
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